
 

TO THE REQUIREMENTS OF CSA STANDARD C22.2 NO 188-04:  

Pressure twist-on type, Models U1 and U2 urea insulation, rated 105C, 300V for wire combinations of solid 
and stranded 22-16 AWG copper conductors; Model U3, urea insulation rated 105C, 600V, max building 
wire, 1000V max in luminaries and signs for wire combinations of solid and stranded 22-14 AWG copper 
conductors.  
Pressure closed-end splices, Models CE1, CE1X, CE2, CE2X, CE5, CE5X and CE8, nylon insulation, rated 
105C, 300V (600V for Model No CE8), CE2 150C, CE5 150C,  CE2X 150C, CE5X 150C, rated 150C, 
300V, for wire combinations of stranded copper to copper conductors.  
Pressure twist-on type splicing connector, Model U4 and P6 rated 105C, 600V copper conductors only. (See 
also NRTL/C listing).   
Twist-on type, Model No P11, P11V, P12, P13, P13V, P15 and P17 rated 105C, 600Vmax, for use with solid 
or stranded copper conductors.   
Twist-on grounding type, Model P99, for use with solid copper conductors, wire sizes 10-14 AWG.  
Twist-on type splicing connectors for copper conductors:  
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WIRE CONNECTING DEVICES-
Wire Connectors

Taipei
248
Taiwan Refer to Class Description for program details

Model No Rating Copper Wire Range (AWG)
P1 105°C, 300V sol and/or str 14-22
P1R 105°C, 300V sol and/or str 18-22
P1 Black 150°C, 300V str 18-22
P2 105°C, 300V sol and/or str 14-22
P2R 105°C, 300V sol and/or str 18-22
P3 105°C, 300V and 600V sol and/or str 16-22 (300V) 

16-22 (600V)
P3R 150°C, 300V sol and/or str 16-20
P3R Black 150°C, 300V sol and/or str 16-20
P3 Black 150°C, 600V sol and/or str 16-20
P4 105°C, 300V and 600V sol and/or str 12-22 (600V) 

8-22 (300V)
P4R 105°C, 300V sol and/or str 14-18
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