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ELECTRONIC
COMPONENTS

Luminaire Pushwire Connector
5 - pole P02 - 5 series

NG 3\ I

- Comply with IEC/ENGD99E-2-2

- Easy mounting (with "lixing - snaps’)

- Prints on Buttons: (3 N E 1 2) or upon user's rl:qllil'l:l'l'll:l'lt

-

Factory / / Installation / Specification

Wiring Side — 3 AT, 5 1 User Side [ousing : Polyamide 66

Metal Part : Plated Brass [ Steel spring
Vaoltage (V) 1EC/EN 450V ; UL 300V
Ampere(A) 10 (for operation}

Wirine C it " Wiring Holes Winng Hole
1rin apacity (mm ) :
& Capacity (mnv) (a) + (b) (c)
Installation / User-side 0.5-25 0.5-0.75
Installation /User Side Factory / Internal {with press-release button)
Wiring Holes (a) + (b) Wiring Side Factory / Internal - side 0.5-25 0.5-0.75
Wiring Ioles (a) + (b) {without press-release button) solid only solid only
Packing Details
200) pes per exp ein
Wiring Hole (¢ ) Product Code
P02 -5 9
— E Gl ; Earthing Plate
— G 2 Quick-Earthing Snap
strip length: 8-10mm Blank : No lixing-snaps

J - With fixing-snaps
* Standard marking on buttons (3/MN/11/2)

For other marking on buttons, pls contact us for arrangement.
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