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@ Solid or Stranded Copper Conductor

=
S
g @ PVC Insulation
é @ PVC Outter Sheath
S Fixed wiring in dry and damp premises, in conduits, on in under praster and on insulators ever praster, switching and distribution panels.
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Resisdance Standart : VDE 0281 Bending Min. Diameter  :  10xD Working Temperature = 70 °c
2 Current Corrying Capacity : VDE0100-430 Insulator < V(T Flame Test Standart = TS EN 60332-1-2
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E Working Voltage :220/380V Insulatior Standart No - VDE 0250
&
Test Voltage . 2kV Outer Sheath Standart No = VDE 0250
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E -20/+70°C 70°C 160 °C TS EN 60332-1-2
g working temperature  max. working femperature short circuit temp. flome test stondard reach compliance tohs compliance european conformity
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DIMENSIONS and WEIGHTS ELECTRICAL PROPERTIES

NOMINAL CROSS SECTION OVERALL DIAMATER(~) NET WEIGHT (~) STANDART DELIVERY LENGTH  MAX DC CONDUCTOR RESISTANCE AT 20°C CURRENT CARRYING CAPACITY

mm’ mm kg /km m ohm / km A

1.0 3.20x9.00 40 100 19.50 10

2x1.5 3.45x9.80 60 100 12.10 19

225 4.00x13.40 84 100 741 27
4 4.60x15.00 124 100 4.61 34

3x1.0 3.20x14.80 67 100 19.50 16

3x1.5 3.80x17.00 93 100 13.30 20

3x2.5 4.00x13.40 124 100 7.98 27

3x4 5.00x18.20 176 100 4.95 34



