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PANEL Down light 
面板筒灯    

                

Product Specifications: 

产品规格： 
Round series  

Square series  

Surface mount series panel 
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一、Features /产品描述： 
1. Energy saving, environmental protection, no glare, no noise, slim and stylish; 节能、环保无眩光、无

噪音，超薄时尚； 

2. Adopt  LCD backlight technology and high performance LED chip, unique thermal design, ensure  

the lamp have high efficiency, long life, low lumen; 采用液晶背光技术及高效 LED芯片，独特的散热设

计，确保 LED功效高、光衰低、寿命长； 

3. Bright and smooth surface emitting soft and even light. The lamp is super thin and light, easy to install; 

表面光洁亮丽发光柔和均匀，灯具超薄重量轻，易安装； 

4. High color rendering index, clear vision to see objects without distortion, suitable for high-end 

commercial lighting places; 显色指数高，视觉清晰，看物体不失真，适合高档商业照明场所使用。 

5. No frequency flicker, pure DC current working, eliminating the traditional light’s visual fatigue caused 

by strobe lights; 无频闪，纯直流工作，消除了传统平板灯频闪引起的视觉疲劳； 

6. External constant current power supply, instant start without noise, the input voltage AC100-240V; 外

置式恒流电源，瞬间启动无噪音，输入电压 AC100-240V； 

7. Picture；图片： 
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二、Applications/应用范围 
1. Hotels; 酒店。 

2. Conference / Meeting rooms; 会议室。 

3. Offices; 办公室。 

4. Shopping mall or supermarket ; 商场或超市。 

5. Residential / Institution Buildings; 住宅或公共设施。 

6. Schools, Colleges & Universities; 学校。 

7. Hospitals; 医院。 

8. Other Lighting; 其它照明。 

9. Application picture产品适用场所示例图片： 
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三、Product parameters/产品参数： 
Round series panel 

分类 

(classify) 
   型号(model) 

项目(item) MBD-R120 MBD-R147 MBD-R174 MBD-R200 MBD-R225 

结构 

(structure

) 

材质(Product material) AL+PMMA AL+PMMA AL+PMMA AL+PMMA AL+PMMA 

开孔尺寸(Hole size) Φ110mm Φ135mm Φ160mm Φ187mm Φ205mm 

产品尺寸(Product size)mm Φ120*H20mm Φ147*H20mm Φ174*H20mm Φ200*H20mm Φ225*H20mm 

电源 

(electric 

power 

source) 

输入电压(Input Voltage) AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V 

消耗功率(Power Consumption) 6±1W 9±1W 12±1W 15±1W 18±1W 

电源效率(Power efficiency) 85% 85% 85% 85% 85% 

功率因数(Power Factor) 0.9 0.9 0.9 0.9 0.9 

工作频率(Operating Frequency) 50/60HZ 50/60HZ 50/60HZ 50/60HZ 50/60HZ 

电源保护特性(Power protection 

features) 

具有过温、过流、过载等保护功能(With over-temperature, over-current, overload protection 

function) 

LED 

LED类型(LED Type) SMD 2835 SMD 2835 SMD 2835 SMD 2835 SMD 2835 

LED数量(LED quantity) 30PCS 45PCS 60PCS 72PCS 90PCS 

显色指数(CRI) 80Ra 80Ra 80Ra 80Ra 80Ra 

色温(CCT) 
3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

光通量(Luminous flux) 367/392/422lm 564/603/648lm 753/805/66lm 
920/984/1058 

lm 

1119/1196/1286

lm 

灯具工作温度 

(Lamps operating temperature) 
-20 ~+45℃ ℃ 

灯具工作湿度(Operating humidity) 10%~90% 

灯具贮藏温度(Light storage temperature) -20 ~60℃ ℃ 

灯具寿命(Lamp life) 30000H 

质保（Warranty） 3年 

灯具类型（Lamp Type） □classⅠ   ■class Ⅱ   □class Ⅲ 

认证要求(Certification requirements ) CE 
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Square series panel 

分类 

(classify) 
型号(model) 

项目(item) MBD-S120 MBD-S147 MBD-S172 MBD-S192 MBD-S225 

结构 

(structure

) 

材质(Product material) AL+PMMA AL+PMMA AL+PMMA AL+PMMA AL+PMMA 

开孔尺寸(Hole size) 110*110mm 135*135mm 160*160mm 180*180mm 210*210mm 

产品尺寸(Product size)mm 
120*120*H20m

m 

147*147*H20

mm 

172*172*H20

mm 

192*192*H20

mm 

225*225*H20

mm 

电源 

(electric 

power 

source) 

输入电压(Input Voltage) AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V 

消耗功率(Power Consumption) 6±1W 9±1W 12±1W 15±1W 18±1W 

电源效率(Power efficiency) 85% 85% 85% 85% 85% 

功率因数(Power Factor) 0.9 0.9 0.9 0.9 0.9 

工作频率(Operating Frequency) 50/60HZ 50/60HZ 50/60HZ 50/60HZ 50/60HZ 

电源保护特性(Power protection 

features) 

具有过温、过流、过载等保护功能(With over-temperature, over-current, overload protection 

function) 

LED 

LED类型(LED Type) SMD 2835 SMD 2835 SMD 2835 SMD 2835 SMD 2835 

LED数量(LED quantity) 30PCS 45PCS 60PCS 72PCS 90PCS 

显色指数(CRI) 80Ra 80Ra 80Ra 80Ra 80Ra 

色温(CCT) 
3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

3000/4000/600

0K 

光通量(Luminous flux) 367/392/422lm 564/603/648lm 753/805/66lm 
920/984/1058l

m 

1119/1196/1286

lm 

灯具工作温度 

(Lamps operating temperature) 
-20 ~+45℃ ℃ 

灯具工作湿度(Operating humidity) 10%~90% 

灯具贮藏温度(Light storage temperature) -20 ~60℃ ℃ 

灯具寿命(Lamp life) 30000H 

质保（Warranty） 3年 

灯具类型（Lamp Type） □classⅠ   ■class Ⅱ   □class Ⅲ 

认证要求(Certification requirements ) CE 
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Surface Mount Series Panel - Round  
分类 

(classify) 

项目(item) 
 

型号(model) 
MBD-MT-R120 MBD-MT-R174 MBD-MT-R225 

结构 

(structure) 

材质(Product material) AL+PMMA AL+PMMA AL+PMMA 

产品尺寸(Product size)mm Round120*H40mm Round174*H40mm  Round225*H40mm 

电源 

(electric 

power 

source) 

输入电压(Input Voltage) AC100-240V AC100-240V AC100-240V 

消耗功率(Power Consumption) 6±1W 12±1W 18±1W 

电源效率(Power efficiency) 85% 85% 85% 

功率因数(Power Factor) 0.9 0.9 0.9 

工作频率(Operating Frequency) 50/60HZ 50/60HZ 50/60HZ 

电源保护特性(Power protection 

features) 

具有过温、过流、过载等保护功能(With over-temperature, over-current, overload 

protection function) 

LED 

LED类型(LED Type) SMD 2835 SMD 2835 SMD 2835 

LED数量(LED quantity) 30PCS 60PCS 90PCS 

显色指数(CRI) 80Ra 80Ra 80Ra 

色温(CCT) 3000/4000/6000K 3000/4000/6000K 3000/4000/6000K 

光通量(Luminous flux) 367/392/422lm 753/805/866lm 1119/1196/1286lm 

灯具工作温度(Lamps operating temperature) -20℃~+45℃ 

灯具工作湿度(Operating humidity) 10%~90% 

灯具贮藏温度(Light storage temperature) -20 ~60℃ ℃ 

灯具寿命(Lamp life) 30000H 

            质保（warranty） 3年 

灯具类型（Lamp Type） □classⅠ   ■class Ⅱ   □class Ⅲ 

认证要求(Certification requirements ) CE 
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Surface Mount Series Panel - Square 
分类 

(classify) 

项目(item) 
 

型号(model) 
MBD-MT-S120 MBD-MT-S172 MBD-MT-S225 

结构 

(structure) 

材质(Product material) AL+PMMA AL+PMMA AL+PMMA 

产品尺寸(Product size)mm 
Square 

120*120*H40mm 

Square 

172*172*H40mm 

Square 

225*225*H40mm 

电源 

(electric 

power 

source) 

输入电压(Input Voltage) AC100-240V AC100-240V AC100-240V 

消耗功率(Power Consumption) 6±1W 12±1W 18±1W 

电源效率(Power efficiency) 85% 85% 85% 

功率因数(Power Factor) 0.9 0.9 0.9 

工作频率(Operating Frequency) 50/60HZ 50/60HZ 50/60HZ 

电源保护特性(Power protection 

features) 

具有过温、过流、过载等保护功能(With over-temperature, over-current, overload 

protection function) 

LED 

LED类型(LED Type) SMD 2835 SMD 2835 SMD 2835 

LED数量(LED quantity) 30PCS 60PCS 90PCS 

显色指数(CRI) 80Ra 80Ra 80Ra 

色温(CCT) 3000/4000/6000K 3000/4000/6000K 3000/4000/6000K 

光通量(Luminous flux) 367/392/422lm 753/805/866lm 1119/1196/1286lm 

灯具工作温度(Lamps operating temperature) -20 ~+45℃ ℃ 

灯具工作湿度(Operating humidity) 10%~90% 

灯具贮藏温度(Light storage temperature) -20 ~60℃ ℃ 

灯具寿命(Lamp life) 30000H 

            质保（warranty） 3年 

灯具类型（Lamp Type） □classⅠ   ■class Ⅱ   □class Ⅲ 

认证要求(Certification requirements ) CE 
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四、Dimension/产品尺寸： 
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五、Product Details/产品明细： 
 
 
            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

High efficiency LED, long life, high 

stability, CR: 80Ra,; 高光效 LED，

超长寿命，高稳定性，显色指数: 

80Ra； 

External power supply, safety and 

reliability, efficiency of up to 

88%,PF: 0.9; 外置电源，安全可靠，

效率高达 88%，PF: 0.95； 

6063-T5 aluminum body, anodized 

surface, good heat dispatching 

performance. 6063-T5铝散热体，表

面阳极氧化，散热良好； 

Optical PC cover, high transmittance 

rate, uniform light (frosted & 

transparent);  PC 光学级透光罩，高

透光率，混光均匀（雾状/透明)； 
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六、packaging/产品包装： 

                           

 

 

 

 

 

 
 
 
 
注/Notes: 

MBD-R120/MRD-S120——内盒规格(inner Box Size): 16.9x12.7x4cm; 外箱尺寸(Carton Size): 
65x21.5x36.5cm; 50PCS/Carton; 重量(Weight):12.37Kg; 
MBD-R147/ MBD-S147——内盒规格(inner Box Size): 19.7x15.7x4cm; 外箱尺寸(Carton Size): 
80x21.5x42cm; 50PCS/Carton; 重量(Weight):16.825Kg; 
 MBD-R174/ MBD-S174——内盒规格(inner Box Size): 22.2x18x4cm; 外箱尺寸(Carton Size): 
91.5x21.5x47cm; 50PCS/Carton; 重量(Weight):21.475Kg; 
MBD-R200/ MBD-S200——内盒规格(inner Box Size): 24.7x20.8x4cm; 外箱尺寸(Carton Size): 
64x21.5x57cm; 30PCS/Carton; 重量(Weight):15.9Kg; 
MBD-R225/ MBD-S225——内盒规格(inner Box Size): 27.3x23.3x4cm; 外箱尺寸(Carton Size): 
48x30x21.5cm; 20PCS/Carton; 重量(Weight):12.93Kg; 
MBD-MT-R120/ MBD-MT-S120——内盒规格(inner Box Size): 17.6x16.9x5.5cm; 外箱尺寸(Carton 
Size): 87x37x25cm; 40PCS/Carton; 重量(Weight):16.76Kg; 
MBD-MT-R174/ MBD-MT-S174——内盒规格(inner Box Size): 21.2x21.2x5.5cm; 外箱尺寸(Carton 
Size): 58x58x25.5cm;30PCS/Carton; 重量(Weight):19.31Kg; 
MBD-MT-R225/ MBD-MT-S225——内盒规格(inner Box Size): 28.2x27.3x5.5cm; 外箱尺寸(Carton 
Size): 57x57x31cm; 20PCS/Carton; 重量(Weight):19.02Kg; 
  

Step.1： 
产品置入塑内盒 
The LED Panel Light 
into a inner Box 

Step.2： 
5套/箱 
5SET/Carton 

Step.3： 
封箱，贴外箱标签 
Seal the carton and stick 
the label on the carton 
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七、Notes/注意事项：  
1. In order to ensure proper operation, make sure that the voltage indicated range use; 为了确保产品正

常工作，请确保在标示的电压范围内使用。 

2. Please follow the correct way to install and use the product before installing or removing the need to 

cut off power to prevent electric shock; 请按照正确的方法安装和使用本产品，安装或拆卸前必须先切

断电源，防止触电。  

3. This product is not waterproof, indoor use only, and not in the high humidity, or dusty environments; 此

产品不防水，仅限于室内使用，并且勿在高湿度或充满粉尘环境下使用。 

4. Product is not working in the frequent power-off state, it will affect the life of the lamp; 产品不宜工作在

频繁通断电状态下，这样会影响灯具的寿命。 

5. Do not look directly into the LED light source, long, high-intensity light source may cause eye injury; 

请勿长时间直视 LED光源，高强度光源可能造成眼部伤害。 

6. No user dismantle, replace the device; 严禁用户私自拆卸、更换器件。  

 

 

 

 

 

 


