datasheet

STYLE PVC INSULATED 105C 300V HDDK UP WIRE |DATE 1/3/2021
SIZE UL2651 28AWG 7/0.127 TS CONDUTOR REV A
ITEM JZ-28#-7/0.127TS-1.27
STaNDARD UL758 ULLS81 Ccee.z2
APPLICATION INTERNAL WIRING OF APPLIANCES AND ELECTRONIC EQUIPMENT
CONSTRUCTION
SIZE 28AWG
CONDUCTOR CONSTRUCTION 7/0.12710,005mmTS
- - MATERIAL TINNED COPPER CONDUCTOR
CONDUCTOR DIAMETER 0.381mm
MINIMUM THICKNESS D.21mm
INSULATION
AWVERAGE THICKNESS 0.26mm
COLOR ULEsS1 FLAT CABLE
DIAMETER 0,95+0.1
MATERIAL 105°C PWVC
JACKET FITCH L.27%0.13mm
MARKING
VOLTAGE-WITHSTAND 300 W
e TR CONDRESISTANCE MaXI2370/KM FT 20°C
FLNZTIDQ INSU.RESISTANCE MINIIOOMO /KM FT 20°C
TENSILE STRENGTH 1S00PSI 1290 PSI (853
ELONGATION 100% 75% (65
FLAT /WIRE CABLE
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